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Abstract  

Design rules for composite components are an 
effective method for design engineers to realize 
a design with an optimal weight. They help 
identify the decisive parameters and point out 
the physical correlations. 
The process of setting up and verifying design 
rules for the components of a CFRP outer wing 
are explained in this report by taking bolted 
joints and stability for ribs and spars as an ex-
ample.  
Analytical calculation methods and a compari-
son with experiments in particular are ad-
dressed here. 

1  Introduction 
The development and design of new large 

aircraft like the Airbus A380 leads to increased 
dimensions and subsequently to higher load lev-
els. Therefore, the use of advanced materials 
and design concepts is essential. CFRP is in-
tended for large, highly-loaded structures such 
as the wing. Apart from the excellent specific 
values of CFRP in terms of stiffness and 
strength, composite materials offer additional 
design parameters like the stacking sequence 
which lead to an increase of flexibility in the 
structural design. In order to make use of these 
new options, the design engineer requires fast 
calculation methods for the dimensioning of 
CFRP components. Apart from the advantages 
of fast calculation analyses, design rules offer 
the possibility of detecting physical interde-
pendencies, thus enabling the detection of the 
main parameters in the laminate design. 

The Institute of Structural Mechanics of 
the German Aerospace Center (DLR) was 
commissioned by Airbus Germany to develop 

design rules for a CFRP outer wing. Working in 
joint teams, these design rules were set up and 
verified for spars, ribs, thick laminates and me-
chanical joints. A substantial part of this work 
was the development of test set-ups with realis-
tic load and clamp conditions. 

CFRP 
outer wing

CFRP 
outer wing

 
Fig. 1. Wing of a Megaliner: inner wing made 
of aluminum and outer wing made of CFRP 

Analytical calculations were primarily 
made for the set-up of optimized design rules. 
The standard design methods in aerospace tech-
nology as provided by JAR and German aero-
space design handbook (LTH) (Part: Handbook 
of Structural Calculation) were also taken into 
account. Standard finite element programs were 
used for detailed analyses as well. In order to 
prove the design rules, the above-mentioned 
tests were evaluated extensively and the design 
rules that were obtained are now part of the 
LTH. 

The creation of design rules for a CFRP 
outer wing are shown in this report with two 
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examples. A design rule for the calculation of 
bolted joints is explained and the calculation, 
optimization, and testing by means of experi-
ments are shown with the example of the stabil-
ity of unstiffened, notched rips. 

1.1 Bolted joints  
The currently used Airbus design method 

for large CFRP structures, especially for highly-
loaded areas, is based on bolted joints for struc-
tural assembly. Up to now, almost no experi-
ence is available on the required laminate thick-
ness from 15 mm up to 30 mm as used in a 
CFRP outer wing. A total of 900 specimens 
(notched strips and bolted joints) were tested to 
obtain reliable data for the design and proof of 
these types of structures. The experiments in-
cluded the examination of typical parameters. 
The aim was to determine the influence of dif-
ferent loading conditions on notches including 
the change of the load distribution in a joint and 
to figure out the effect of secondary bending on 
the materials’ strength. The test program com-
prises examinations on single and double-shear 
joints, different rows of bolts, several laminate 
stacking sequences, various bolt geometries and 
materials for different laminate thickness from 5 
mm up to 30 mm. These parameters are exam-
ined for static and fatigue loading due to tension 
and compression. The results were compared 
with detailed analytical and numerical analyses 
in order to set up design rules for joints in 
CFRP. This guideline provides a program for 
the design of joints. Furthermore, an option is 
now available to optimize the available parame-
ters in reference to the strength of the joint. 

1.1 Ribs 
The design rules of ribs allow for the di-

mensioning of loaded areas where strength is 
the failure criterion. Different cut-outs with 
various geometries were taken into account and 
optimized. For loaded areas in terms of stability, 
the influence of shear, compression, and com-
bined loadings were investigated. In this case 
the stacking sequence and additional stringer 
stiffening were analyzed by taking local and 

global buckling into consideration. These design 
rules were verified by 108 coupon and compo-
nent tests. 

2  Design Rules for Bolted Joints 
A dimensioning guideline was created for 

the dimensioning of the bolted joints found in 
the CFRP outer wings of a megaliner in order to 
secure the design. A program with CFRP sam-
ples (carbon fiber reinforced polymers) was car-
ried out. Different parameters of bolted joints 
that typically occur were recorded against the 
background of the great wall thickness of such a 
wing especially in the 15 mm to 30 mm inter-
face of inner and outer wing. 

2.1 Bolted Joints for Fiber Composite Mate-
rials 

Bolted joints are widely used in the aircraft 
industry. The advantages of these joints are that 
they can be undone and that they ensure a reli-
able process with few risks. On the other hand, 
one inevitable disadvantage is a reduction in 
strength due to a concentration of stress in the 
notches which must be taken into consideration 
during the design process of the component. 

LT
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Fig. 2. Force progression of a single-shear, tri-

ple-rowed joint. 
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In order to design a bolted joint made of 
CFRP it is necessary to identify its critical area. 
The force progression is depicted with the ex-
ample of a single-shear, triple-rowed, bolted 
joints (Fig. 2). 

It becomes clear that highest loads occur in 
the area of the outer bolts which is comparable 
to the distribution of shear stress in bonded 
joints.  

In addition to these irregular distributions 
of force, greatly varying loading of the joint 
piece occurs along the length of the connecting 
area. Loading of each subsequent notch in-
creases with each bolt since the load that was 
previously transmitted is transferred past the 
hole as a bypass which results in increased 
stress (tangential tension). The notch on the first 
(or last) bolt of each joint piece is the most 
highly stressed area of the whole joint (Fig. 2) 
since the tangential tension here consisting of 
load transfer and bypass load is the most highly 
superimposed. 

Due to the bypass loading, maximum stress 
occurs in the laminate at the edge of the hole in 
the area of the most narrow cross-section. The 
laminate in this area around the hole fails ac-
cordingly. Excess tension caused by bypass 
loading is primarily determined by the laminate 
set-up [1]. In addition, geometric measurements, 
the arrangement of the bolts (pitch, edge dis-
tance), and particularly the absolute hole size 
influence the strength since a so-called hole-size 
effect can be observed in fiber composites [2].  

The load is transferred by the bearing be-
tween the bolt and the edge of the hole. This 
results in radial tension at the edge of the notch 
because of the bearing and tangential tension 
which, in turn, is due to load diversion of the 
transmitted force around the hole.  

Several possibilities of laminate failure in 
bolted joints are the result. 

Failure occurs in the rest of the cross-
section (tension failure), as can also be observed 
in holes without loads, and at the pressure point 
of the bolt (bearing of the hole, shear out fail-
ure) as well. In addition, mixed forms occur in 
bolted joints during failure (clearage tension 
failure) (see also [3]). 

Influencing parameters in bolted joints are 
geometric measurements such as width, edge 
distance, thickness and hole diameter, the lami-
nate set-up, (number of plies in a certain direc-
tion), abatement, material, stacking sequence, 
and fitting of the joint. Parameters such as envi-
ronmental influences, bolt material and clamp-
ing can influence the strength of such joints [4], 
[5]. 

2.2 Design Rule for Bolted Joints 
In order to create a dimensioning guideline 

for multi-rowed bolted joints, it is assumed that 
the fractured body can be seen as linearly elastic 
in the whole area. For this reason, any inelastic 
procedures must be limited to small areas that 
correspondingly can be microscopically ne-
glected. This approach particularly applies to 
failure in the form of a brittle fracture that can 
be observed in fiber composites particularly 
when fiber plies are positioned in the direction 
of the load.  

Similar to the K concept of the linear frac-
ture hypothesis, it is assumed that the linear e-
lasticity theory in the area of maximum tension 
around the notch no longer represents a suffi-
cient specification. The microscopic intermedi-
ate fiber fractures in the material run along the 
fiber orientation and bring with them concentra-
tions of inner forces (see Fig. 3). 

 
Fig. 3. Intermediate fiber fracture in the area of 

a notch (x-ray) 

In order to formulate a fracture criterion, a 
description of the definition for tension is cho-
sen. The influence of the high-energy area is 
taken into account by ki (notch stress factor) 
which is a type of excess tension. The tension 
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can therefore be formulated in the area of the 
notch, σK, in the following context: 

A
Fkk iBiK ⋅=⋅= σσ  (1) 

Factor ki shows to what extent the applied 
(total) tension, σB, is elevated in the area of the 
notch and therefore which tension occurs in the 
notch (σK). 

In order to formulate a fracture hypothesis, 
it is now assumed that the notched body fails 
when the tension of the notch corresponds with 
the strength of the (unnotched) laminate, σLam. 
The following is postulated for the fracture: 

KLam σσ =.
 (2) 

A number of well-known concepts in sci-
entific literature are based on similar principles 
[6].  

It is assumed that the fractured body can be 
microscopically regarded linearly elastic. As a 
result, the following notch load levels can be 
superimposed: 

B

N

i
iK k σσ ⋅= ∑

=1

 (3) 

The highest notch load level in bolted 
joints results from the shares that are transferred 
into the area of the first (last) bolt by means of 
bypass loading and load transfer: 

gesLT FLOF ⋅= , ( ) gesBY FLOF ⋅−= 1  (4) 

and therefore the following applies for the notch 
loading: 

( ) LTBYk LOLO κκκ ⋅+⋅−= 1  (5) 

The load transfer takes place by contact 
stresses of the bore edges and bolt. Depending 
on the number of notches in the joint and the 
thickness of the joint piece, the bolt is addition-
ally stressed by bending. Bending the bolt 
causes an uneven surface pressure over the wall 
thickness of the component and leads to a 
reduction in strength which must taken into ac-
count in the kLT factor 

Jarfall [7] has already presented a similar 
model for the calculation of cyclically loaded 

metal joints in which excess tension can be 
similarly superimposed for bolted joints. 

Knowing the load transfer rate (LO) and 
the individual tension intensities (kBY, kLT) for 
both notch loads and their dependencies on the 
corresponding influence parameters, dimension-
ing can be carried out for a laminate with regard 
to the failure in the remaining cross sections 
(side fracture). 

The influence parameters of the load trans-
fer rate are primarily located in the stiffness of 
the plate sections and in the stiffness of the joint 
elements and their number in the load direction. 
Semi empirical research on this topic can be 
found in Tate, Rosenfeld [8], and Huth[9], 
among others.  

2.3 Testing Program 
In order to determine the notch loading fac-

tors, approx. 900 tests were carried out in order 
to provide information on the dependency of 
different parameters. 

Stiffness at a 100% bypass were deter-
mined based on corresponding open-hole tests. 

Different bolted joint structures were tested 
as well. The main focus of this program there-
fore is on different, typical parameters of bolted 
joints. Insights on joints and the influence of 
different load transfers, bending influence and 
additional parameters (bolt material, abatement, 
secondary bending) are analyzed here.  

The tests were carried out in constant geo-
metrical conditions with regard to width, edge 
distance, and pitch. On the other hand, absolute 
parameters with regard to bolt diameter and 
thickness of the sample were changeable. Bolt 
diameters of 11.11 mm to 25.40 mm and sample 
thickness of 15 mm to 30 mm were examined. 

These examinations were carried out with 
the HTS 6376 UD tape with a single layer 
thickness of 0.25 mm. Two different laminate 
structures were tested: a skin laminate 
(50/40/10) and a spar laminate (10/80/10). Tests 
and joint pieces were made of the same laminate 
structure. HI-LOK bolts were used for all tests 
whereby different bolt materials (titan and steel) 
and forms (countersunk and protruding heads) 
were tested. A clamping torque fitted to the bolt 
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diameter (according to manufacturing stan-
dards) was provided for all tests. 

The load transfer rate of the bolted joints 
was determined with the aid of an optical elon-
gation measurement. Stochastic patterns were 
applied to the surface of the samples and were 
taped with a video camera before and during the 
loading (see Fig. 4). Elongation in different di-
rections can be determined when comparing the 
figures [10].  

               
Fig. 4. Elongation measurement: „pre-treated 

sample“ (l.) and deformation result (r.) 

2.4 Analysis of the Results with Regard to a 
Design Rule 

The necessary parameters for the calcula-
tion of the superimposition function can be de-
termined by the tests. These, however, are de-
pendent on different parameters and in different 
forms. All of the mentioned influence parame-
ters could not be examined so that some correla-
tions were only able to be interpreted from cer-
tain geometric and manufacturing viewpoints. 
As already mentioned, the main focus is to 
study the influence of the laminate thickness on 
bolted joints.  

Samples with unloaded holes were used for 
tension intensity at a 100% bypass. It becomes 
clear that, in addition to the laminate, the main 
parameter in such a study is primarily the di-
ameter. A positive result of the tests is that the 
thickness of the samples did not have a reduced 
effect. In Fig. 5 the notch stress factor between 
15mm and 30mm is applied as a function of the 
diameter in the thickness of the laminates. 
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Fig. 5. Notch stress factor at a 100% bypass 

This figure clearly shows the increase of 
the notch stress factor with the diameter of both 
laminates. It is noticeable that the stiffer skin 
laminate (50/40/10) apparently is more notch 
sensitive than the spar laminate (10/80/10).  

In order to determine the notch loading fac-
tors during load transfer, 2 and 3-rowed joints 
with regard to a 100% loading transfer were 
converted with the help of Eq. 5. 
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Fig. 6. Notch loading factor at a 100% load 

transfer (d=19.05mm, 50/40/10) 

Because of the uneven distribution of ten-
sion over the height of the laminate caused by 
the bolt deformation, it becomes clear that the 
notch loading factor is heavily dependent on the 
thickness / diameter ratio (t/d) (see Fig. 6). Here 
the difference between single and double-shear 
configurations becomes clear. Single-shear 
samples are much more dependent on the t/d 
parameter due to strong bolt deformations. Ex-
trapolating the single and double-shear values 
(t/d->0) they lead in a common notch stress fac-
tor. This is regarded as notch loading with ne-
glect able bolt deformation (plane problem). 
The notch loading kLT(t/d=0) may be a theoreti-
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cal parameter but proves to be very useful in the 
formulation of the notch loading factors for the 
load transfer.  

Together with the determined notch load-
ing factors, the dimensioning guideline now 
provides the strengths of single and double-
shear joints as a function of the load transfer. A 
dimensioning of the bolted joints can be made 
with the knowledge of the geometrical boundary 
conditions and the load transfer rate. 
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Fig. 7. Tension intensity factor at a 100% load 

transfer 

In Fig. 7 an example of the correlation for 
single and double-shear joints is shown for a 
laminate and a geometry. The dots represent 
tests for the corresponding geometry for single 
and double-shear joint configurations.  

A decrease in the strength as the rows de-
cline and thus an increase of the load transfer as 
well as a difference in the strength between sin-
gle and double-shear joints become evident. 

A statistical evaluation of the deviation of 
the design rule from the strength results shows 
that the standard deviation is around 5% when 
both parameters are placed in direct proportion. 
This also lies approximately in the area of the 
scattering of the results and shows that the in-
fluence parameters have been registered well 
enough.  

Statistical research for fatigue tests was 
supplemented with R=0.1. No failure of the 
laminate was observed in these tests, making it 
seem unnecessary to take the repeated loading 
during the design of the laminate into considera-
tion. 

3  Design Rules for Rib Stability 
In this chapter, a design rule for the stabil-

ity of unstiffened whole wall ribs with and 
without notches is described. Additional Design 
Rules are described in Herbeck et. al. [14]. In 
addition to an analytical and a FE calculation, 
an optimization of the ribs and an examination 
of the test calculations using DMS and a 3D 
grid process are presented. The ribs can be cal-
culated here as a plate beam.  

3.1 Calculation of the Rib Stability 

3.1.1 Analytical Calculations 
An estimation of the critical buckling loads 

can be made analytically. First the ribs are ideal-
ized as a flexibly supported rectangle. The ac-
tual support at the connections to the wing shell 
and the joints with the spars will be somewhere 
between “clamped” and “flexibly supported”. 
Choosing the flexible support is always better 
since the buckling loads here are lower than 
with those that occur with clamping.  

Calculation of the stability of the unstiff-
ened plate can be conservatively estimated by 
means of the “combined buckling hypothesis”. 
Compare: 

1
2

≤









+

yzkr

yz

zkr

z

n
n

n
n  (6) 

Critical buckling pressure and shear flow are 
assumed under the following conditions: 

• if the main orthotropy axes (1, 2) run in 
the direction of the rectangle sides, 

• if the laminate is symmetrical to the 
middle level and 

• if the calculated buckling flows are 
within the linear-elastic area  

for the shear flow by: 

4 3
2211

2

yzkr DD
b

kn s 





=

π  (7) 

and for the critical pressure flow by 
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The buckling coefficients ks and kD are indi-
cated in dependence of the effective side ratio 

4

22

11

D
D

a
b

=α  (9) 

which is also relevant to the bending stiffness of 
the plate, and the Seydel orthrotropy parameter 

2211

3312 2
DD

DD +
=η  (10) 

in [11] in the form of curved shells. The 
ribs that are to be studied here have a geometri-
cal height-to-width ratio of 0.2. Therefore they 
can all be calculated as plate beams. The pres-
sure buckling value kD for all flexibly sup-
ported, orthotropic plate beams amount to 1, see 
[13]. The shear buckling value, on the other 
hand, still depends on the Seydel orthrotropy 
parameter, the so-called cross number. It can be 
approximated with the following equation: 

218,05,23,3 ηη −+=sk  (11) 

Since the precise stacking order of the 
laminate and the elements of the composite 
bending stiffness matrix are not yet known dur-
ing the design phase, calculations can be made 
more easily with the middle bending stiffness 

( )yxxy
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D xy=  

 
(12) 

These result under the assumption that the 
plies of each fiber orientation are evenly distrib-
uted over the plate thickness so that a homoge-
neous plate is created. Depending on the actual 
order of the layers, the calculated, middle buck-
ling flows (Eq. 8 and 9) can deviate from the 
actual buckling flow.  

The analytical stability calculation of the 
notched ribs is not possible since the decline of 
the buckling value due to a notch is not known. 
In order to still obtain a quick estimation of the 
critical buckling load, comprehensive FEM cal-
culations and tests were carried out, the results 
of which are presented in the chapter on stabil-
ity. 

3.1.2 FEM Calculation 
The finite element calculations of the rib 

stability were made with the isoparametric four-
knot shell element QUAD4 from the 
MSC/NASTRAN library that are based on bi-
linear approach functions. The MSC/PATRAN 
program was used for modeling and networking, 
whereby the LAMINATE-MODELER was used 
to define the multi-layer laminate. Based on the 
classical laminate theory, fiber composite mate-
rials can be generated layer by layer from the 
previously defined UD single layers. In addi-
tion, the CADFEM/ANSYS program package 
was used for linear calculations. 

First, linear stability calculations were car-
ried out by means of eigenvalue analyses which 
supply explicit buckling loads and their respec-
tive buckling forms with arbitrarily normed am-
plitudes. 

In order to make a correlation between the 
load levels of the experiments and the ampli-
tudes of the buckling form, a non-linear calcula-
tion was then performed. A small imperfection 
in the form of a buckling shape determined by 
linear FEM was added onto the structure and 
then the load was added in several steps.  
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Fig. 8. Non linear FEM calculation of the sam-

ples: graphic determination of the stability limit. 

In order to precisely determine the occur-
rence of the stability case, knot displacement w 
to the plate level of a selected knot is shown 
above the load. An evaluation diagram is shown 
in Fig. 8 as an example in which guide lines 
necessary for the evaluation are depicted. A tan-
gent is applied to the curvature that runs through 
points A and B. The second guideline is given 
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by the extrapolation of the quasi-linear uncriti-
cal deformation area (C). From the intersection 
point (D) of the tangent and guideline a perpen-
dicular line is run to the load axis and marks the 
non linear critical buckling load. 

3.2 Optimization of Notched Ribs 
During optimization of the unstiffened 

notched ribs, the only free parameter is the 
laminate set-up. If the ribs are primarily loaded 
with pressure, the most reasonable choice is a 
laminate set-up with a high 0° share of plies (in 
the force direction). As for the tested ribs that 
were primarily loaded with shear, the optimum 
stability is almost independent of the chosen 
laminate set-up, as can be seen in Fig. 9. This is 
because the high shear buckling value has small 
stiffness as a result and vice versa. This leads to 
almost similarly critical shear flows over the 
entire force area of interest and therefore the 
required wall thickness. 
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Fig. 9. Influence of the stacking sequence on the 

required critical buckling wall thickness  

The optimization for the notched ribs de-
pends on the requirements for optimal strength. 
For both of the prevalent rib types this would be 
the laminate set-ups [10% 0°/ 80% ±45°/ 10% 
90°] primarily for shear loads and [50% 0°/ 40% 
±45°/ 10% 90°] with even pressure and shear 
loads. 

3.3 Stability Test Evaluations 

3.3.1 DMS Evaluation 
The evaluation of the tests that were car-

ried out [15]to determine the empirical buckling 
load was made by means of a graphic determi-
nation with the aid of a special evaluation dia-
gram. The opposing elongation measured value 
sequences of a measurement area are shown 
above the test force. As an example, Fig. 10 
shows the measured value sequences resulting 
from non-linearity that occurred during buck-
ling. A more common term for this is funnel 
curves. At the same time, a third curve in this 
diagram that represents the arithmetic mean 
value between elongation measured value se-
quences was also shown above the test force. 

Tangents are shown in the linear overly 
critical area of the funnel curves. Starting a the 
points of intersection of the two tangents with 
the mean value curves lines run perpendicular to 
the load axis and show the empirical buckling 
limits of this measurement. The arithmetic mean 
value between the upper and lower empirical 
buckling limit is defined as an experimentally 
determined buckling load for the observed 
measurement area.  
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Fig. 10. DMS evaluation of a shear test of sam-

ple body 

This graphic evaluation is carried out at 
each measurement area within the test for all 
measurement directions (0°, 45°, 90°). Within 
the values of each measurement direction, the 
smallest value is defined as the buckling differ-
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ence for that measurement direction and is then 
arithmetically averaged. 

3.3.2 Evaluation of a 3D Raster Method 
In addition to the DMS measurements, 3D 

grid measurements were carried out on all sam-
ples (see [16]). The 3D grid method is an optical 
measurement method that enables the determi-
nation of displacement fields, among other 
things.  

The order of the images in Fig. 11. indi-
cates the changes that take place in the buckling 
shape depending on the type of load. The buck-
ling in Fig. 11a is below 45°. With an increase 
in the share of pressure it is oriented to a 0° 
pressure load direction as seen in Fig. 11d. 

a  b 

c  d 

Fig. 11. Changes in the buckling shape with 
changed load forms a) shear loading nxyz, b) 

nyz/nx = 5, c) nyz/nz = 1, d) pressure loading nz 

3.4 Design Rules Stability with Notches 
The below figure (Fig. 12) shows an inter-

action diagram for a combined notched pres-
sure-shear loading. The FEM calculation results 
for flexible support and clamping are recorded 
here. The results of the individual buckling tests 
are noted as well. The diamond stands for the 
chosen buckling value, the cross for the lowest 
buckling level and the circle stands for the high-
est buckling level. All test results tend to lie be-
tween the FEM results of the flexible support 
and the results of the tight clamping. The result 
of this comparison is that the flexible support 
demonstrates a conservative estimation of the 

critical buckling values of the notched ribs un-
der a combined pressure-shear loading. 

0,0

50,0

100,0

150,0

200,0

250,0

300,0

0,0 50,0 100,0 150,0 200,0 250,0 300compression [N/mm]
sh

ea
r [

N
/m

m
]

buckling load
minimum buckling load
maximum buckling load
FE flexible
FE clamped

 
Fig 12. Interaction diagram of the buckling of 

notched ribs 

If the FEM calculation results of a flexible 
support of an unnotched rib are normed, the re-
sult is a stability declination factor based on the 
relative notch size, see Fig. 13. This, in turn, 
depends on the chosen stacking sequence. The 
declination factor does not continue to decrease 
with greater notches but increases again with a 
high share of shear stacking. These surprising 
results correspond well with the test results. 
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Fig. 13. Design Rule: Declination factor of the 

stability for notched ribs, laminate 50/40/10 
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Nomenclature 
α effective side ratio 
η Seydel orthotropy parameter 
εx elongation in the x direction 
γxy shear strain in the x, y directions 
εy elongation in the y direction 
σ tension 
BX1, X2 bending stiffness on the pressure and  
c height of rib 
d notch diameter 
Dij plate bending stiffness of rib 
Ex ,y elasticity module in x and y directions 
F force  
Gxy shear module in the x, y levels 
k notch loading factor 
ks, kD buckling coefficient 
l width of ribs 
L0 loading share due to load transfer 
nz, nyz pressure force flow 
nzkr, nyzkr critical buckling pressure flow, shear 

flow 
t thickness 
 tension sides 
v ratio of support requirement 
w width / displacement 
Signs 
BY Bypass Loading 
LT Load Transfer 
max. maximum  
r radial 
t tangential 
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